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Submitted: 24 July 2019 A: EXISTING SITE CONTEXT
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5 - BURBERRY FACADE WITH FLAGS

2 -  28 NEWBURY STREET FACADE

6 - BURBERRY FLAG
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GENSLERCARTIER - 28 NEWBURY STREET 
Submitted: 24 July 2019 B: PROPOSED FLAGPOLE DESIGN

 3 Iconographies 440x440

01 - FRONT ELEVATION 02 - SIDE ELEVATION

04 - FLAG WITH GRAPHIC LAYOUT

03 - FLAGPOLE DATA SHEET (BASIS OF DESIGN)

05 - FLAG COLOR 06 - LOGO COLOR 07 - FLAGPOLE FINISH

15

OUTRIGGER WALL MOUNT SERIES
External Halyard Aluminum Flagpoles • Standard finishes available: Satin, Clear, Bronze #313, Black

All Models are Cone Tapered Except the ECOS Models which are Non-Tapering Poles

STANDARD ACCESSORIES
• Gold Anodized Aluminum Ball 

Ornament
• Cast Aluminum Stationary Truck
• Solid Braided Polypropylene 

Halyard
• (2) Nylon Flag Snaps
• Cast Aluminum Cleat w/Mount-

ing Screws
• Cast Aluminum Mounting  

Brackets
• If Thru Wall Bolts are required, 

please advise length of bolt 
needed.

WALL MOUNT FLAGPOLES

Mounting holes depicted are 
representations only and do 
not show actual bolt patterns. 
Templates are available upon 
request. Mounting back plate 
not included.

ITEM # SIZE LBS
380048 5/8" x 6" .75
380049 5/8" x 12" 1.2
380050 5/8" x 18" 1.7
380051 5/8" x 24" 2.1
380052 5/8" x 30" 2.5
380053 5/8" x 36" 2.9

THRU WALL BOLTS
For Mounting Outrigger &

Vertical Wall Mount Brackets

Zinc plated steel complete with 
one acorn nut, one hex nut, 
two washers & two lock washers.

MODEL
OVERALL 
LENGTH

CONE  
TAPERED

NON- 
TAPERED

BUTT 
DIA.

TOP 
DIA. WALL

SUGGESTED 
FLAG SIZE

SHIPPING 
WEIGHT

ECOM8 8' • 2-3/8" 1-7/8" .140 3' x 5' 51 lbs.
ECOM10 10' • 2-3/8" 1-7/8" .140 3' x 5' 58 lbs.
ECOM12 12' • 2-3/8" 1-7/8" .140 3' x 5' 58 lbs.
ECOM14 14' • 2-3/8" 1-7/8" .140 3' x 5' 62 lbs.
ECOM16 16' • 2-3/8" 1-7/8" .140 3' x 5' 65 lbs.

ECOST8 8' • 3" 1-7/8" .125 3' x 5' 36 lbs.
ECOST10 10' • 3" 1-7/8" .125 3' x 5' 39 lbs.

ECOS8 8' • 3" 3" .125 3' x 5' 35 lbs.
ECOS10 10' • 3" 3" .125 3' x 5' 38 lbs.

EDO8 8' • 3" 1-7/8" .125 3' x 5' 25 lbs.
EDO10 10' • 3" 1-7/8" .125 3' x 5' 30 lbs.
EDO12 12' • 3" 1-7/8" .125 3' x 5' 35 lbs.

ESO8 8' • 3" 1-7/8" .125 3' x 5' 25 lbs.
ESO10 10' • 3" 1-7/8" .125 3' x 5' 30 lbs.
ESO12 12' • 3" 1-7/8" .125 3' x 5' 35 lbs.

ECO8 8' • 3-1/2" 2-3/8" .125 3' x 5' 54 lbs.
ECO10 10' • 3-1/2" 2-3/8" .125 3' x 5' 58 lbs.
ECO12 12' • 3-1/2" 2-3/8" .125 3' x 5' 62 lbs.
ECO16 16' • 3-1/2" 2-3/8" .125 3' x 5' 71 lbs.

  ECO20** 20' • 3-1/2" 2-3/8" .125 4' x 6' 80 lbs.
**Suggested to use guy wires

ECOST & ECOS
3" Diameter Poles Only

45° Angle Only

12"

12"

ECOM
2-3/8" Diameter Poles Only

45° Angle Only

16"

11"

24"

14"

ECO
3-1/2" Diameter Poles Only

60° Angle Only

14"12"

20"18"

ESO
3" Diameter Poles Only

45° Angle Only

EDO
 3" Diameter Poles Only*

30° Angle Only

*Brackets for larger diameter 
poles available upon request

WALL MOUNT BRACKET TYPE 
USED AS BASIS FOR DESIGN IS 

INDICATED WITH RED BOX.
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Submitted: 24 July 2019 C:  PROPOSED FLAGPOLE RENDERINGS

2: VIEW APPROACHING FROM BERKELEY ST.1: VIEW APPROACHING FROM ARLINGTON ST.


